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Introduction

Welcome

H éxboon "vol 1" anoteAel pia
nnyn €UnNveuong yla Kata-
OKEUAOTEG KAl OPXITEKTOVEG.

AnpooleUeTal TPEig popEG Tov
XPOVO Kal anoTUMWVEL TIG
oUyXpoveg TACELG aThY
€MIKOIVWVIa TOU KTIPLaKOU
design.

Square Texvoloyia YAIKQV

H etaipeia square
e€eldIkeUeTal OTIG VEES
TEXVOAOY(EC SOMIKWY UANIKWV
ye €upaon ota eldIka
Slakoopntikd enixpioparta.

Ol ouvePYAOIEG E YVWOTEG
€TaIpEieg TOU €€WTEPIKOU Hag
HETEPEPQV TEXVOYVWOIa Kal
OMOTEAEOHATIKOTNTA OTIG
eI0IKEG EQAPHOYEG MoU
avaAauBavoupe.

Square Anpioupyikétnta

H peBoboloyia twv UNIKWY
ENTPENEL TNV UAoMoiNoN NG
KABe NOAUHOPPIKNG
dnpioupyiag.

“Intro vol1" serves as a
source of inspiration for

building developers and

architects.

It is published three times
annually and illustrates
current trends in building
communication design.

Square Material’s
Development

Square company specializes
in new building materials
with emphasis in decorative
plasters and micro cement
applications.

The close collaboration with
companies of abroad has
given us the knowhow and
secures the success in all
special applications.

Square Creativity

The material's methodology
gives the green light for the
implementation of every
polymorphic creation.
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Lignatus Terra

Texvoloyia

To oUotnya Lignatus Terra
elval €Tolpo koviapa nou
anoteAe(tal ano papuapo,

a0B£0TN Kal UOIKA KoAoeIdN.

Adyw NG 0OPUKTNG TOU
ouotaong 1o TeAKé oUoTna
avanveet evepyd pubuidovtag
TNV Uypacia Tou Xxwpou.H
anouaia Tolpéviou To Kablotd
MoAU avBeKTIKO 0€ XWPOUG N
NEPLOXEG PE auEnpEvN
uypaola.

Movadikétnta

H teAikn popen tou UAikoU
npooopotddel tov nopodAibo
Kal ynopel va eynAoutioTel pe
10{Ng ahouptviou N peAoUg
ano NPaloTlakh NéTpal.

Mpaktkotnta

Me ndxog 2,0 xAot
evOE(KVUTAL Y10 OIKOVOUIKES
Kal YPNYOPEG EPAPHOYEG OE
avakavioelg aneuBeiag ndvw
o€ NAaKAKL, 0oBd, yuai,
papuapo, EUAo.

Tpoénog epappoyng

1) Epapuoyn ouykoANTIKNG
0TPWONG YIA AMOPPOPNTIKEG
eNpAveleg N xaAadlakng
0TPWONG YIa AE(E EMPAVELES
Onwg YUaA(, MAAKAKI,
papuapo.

2)Aidotpwon Lignatus Terra
o€ HUO OTPWIOELG E OUVOAIKO
néxog 2,0 XAoT Kat
KatavéAwon 2,5 KNG/

3)Epappoyn okAnpuvtoU
EUNOTIOMOU

4) Mpoaipetka* EQapuoyn
Keplou yia petagwtd otnv
UQPnN anotéAeapa.

AbwaBpoxonoincn

To oUotnya Lignatus Terra
npootatelstal Katd Tou
vepPoU Kal TG KaBnpepvng
@Bopag pe Tpia dlapopeTika
ouoTAWATA Ta oroia pnopouv
kal va ouvblaotolv ava duo.

Lignatus Terra

Special
treatments

PROTECTOR NATURA

Xpnaolyonoinaote to Protector
Natura apatwpévo yla va
OTEPEOMOINTETE
Bpuppatiopéva
YUWOKoVIApata KaBwg Kal
aVOEKTIKEG XPWOTIKEG
enotpwoelg. To Protector
Natura evowpatwvetat otn
Baon, €xel XapnAo 1§wWoEG
Kal apAekto, bev dnploupyel
Slapavn en{otpwon, €xel
€MBI0PBWTIKEG IKAVOTNTEG
Kal YeyaAn ouvekTikn dUvapun.
Eival avtipukntiakd Kat
AVTIHOUXAIKO, MANPWG
avBektikd og UV aktivoPBoAla,
onwg en{ong IAIKS Npog 1o
nepBAMov Kat opyavika
anodekTo.

Texvikég npodiaypapsg

Apaiwon: kaBapd vepo,
1:2 - 1:3 E161k6 Bapog:
neplnou 1,17 g/ cm
T pH: 11.3

PLASTER FOUNDATION

To LIGNATUS PLASTER eival
éva xaAadlakd aotapl he
duvatoTNTEC KAANG
eNKAAUYNG Kat NANPwWoNg yla
€QAPUOYN O€ NMAAd Kal VEo
Koviapa KaBwg Kal o€ OToKO,
yuyooavida eowtepikwyv
xwpwv. H xahadlakn
enpavela eival avBekTikn

o€ ubpatoug, €xel anaid
dpwua Kal ENTPENEL TNV
KAAUTEPN EQApHOYN TOU
TERRA CREATIVE PLASTER.

PROTECTOR FINI

TeAkn enikaAuwn Stapkeiag
yla va NeTUXeTe éva
€€AIPETIKO aNoTéAEDa O€
eNPAveleg e terra o
E0WTEPIKOUG XWPOUG.

EUkoAn epappoyn, eival
doapo, OTEYVWVEL YpNyopa,
BEATIWOVEL TIG TEXVIKEC
1810TNTEC TOU Terra Kal
anotpénel tn @Bopd ano tnv
KaBnpeptvn xpnaon.

To anotéAeopa eival eEAappwg
YUGQAIOTEPO.

ZUotaon: AKpUAIKN-
oupnoAupepng dlacmopd,
NUPLTIKG 0€U, vePO, YAUKOAEG,
E0TEPEG, MPOOBETQ,
OUVINPNTIKA.

PROTECTOR NANOGLAZE

EnaAuyn enipdvelag xwpig
SloAUTIKO, e 6&vo ph Kal
Baon noAupepikoU pBopiou.
AlwXVELTO VEPO and OAEG TG
anoppPoPNTIKES Kal Atydtepo
anoppPoPNTIKEG BACELG.
Epapuodetal oe e€wtepikolg
Kal 16laitepa og 0wWTEPIKOUG
XWPOoUG nou dev Bpéxovral
OUVEXELD.

Kataokeuaopévo yla va
kaBapicetal eUKoAa.
Xpnolyonoleital wg TeAKN
en{oTpwaon o€ §IaKOOUNTIKEG
TOIPEVTOKOVIEG, o€ dwudtia
Kal unavia, kabwg Kat og
MEPLOXEG HE VIOUG,

To NANO glaze enidpd pévo
oTtnV ENQAVEL.

[a v Bacikn doun
ouviotoUpe va dlanotioete
v enipdveta Terra npwv
xpnon, ye protector FINI n
AQUA glaze.

I816tnteg:

Xwplg 61aAUtn og uddativn
dlaonopd

Yopo@oPikd Kal EAalopoBIiko
AbiaBpoxo

Mn opato otnv enipavela

‘Ox1 yuoAloTepn enpavela

Aaunipilel ehdxiota
Aev nepiexel oAKOVN

KaravdAwan

Ab1a\uTo 11 /3m? - iaAupévo
uE vepo, pey. 1:2. 11/ Im?

(n katavaAwon kaBopidetat
and v epappoyn Tou
deiypatoq)

PROTECTOR AQUA

YynAng notdtntag akpuAIKo
udatodlaAutd Aouotpo,
oxedov doopo aotdpt Kat
MPOOTATEUTIKO EMIKAAUMTIKO
Bepviki (blaonopd Bdong pe
Bepviki vepou
(aKPUAOGUUMOAUHEPIKO /
MOAUEDTEPIKO,
noAuoupeBaviko). AvBeKTIKO
0Td OIKIaKA KaBapLoTikd.

Texvikég npodiaypapég
Apaiwaon: kaBapo vepod
Me 1:5 wg 1:10 apaiwpévn
nukvotnta (g/cmd): 1.025
Tipn ph: 7.5

Mpéruna Sokiuwv

DIN 68861-IB (xnuiko6 qoprtio)
DIN 4102-B1 (nupavtoxng)
YUPHOPQUVETAL HE TIG
anattoelg tou dpBpou 35 tou
YEPHavVIKoU Aikaiou
Tpogiuwy (LMBG).

MNpoéAeuon :

Lignatus ( Meppavia )
Awavopn yia tnv EAada :
squaredesign
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Lignatus Terra

Technology

Lignatus Terra creative
plasters are mineral ready-
made factory mortars for the
production of high grade
exclusive wall coatings for
interior spaces. The surface
exhibit colour nuances within
a tone, which can be more or
less be emphasized by the
type of processing. Lignatus
Terra creative plasters
consists of natural mineral
materials with different
additive materials and
densities. The mixture’s
colour pigments are earth
colours or have a botanical
origin.

Advantages

It is recommended and ideal
for low cost and minimum
time consuming interior
renovations. It can be applied
directly on any surface such
as ceramic tiles, marble,
wood, concrete, plaster
board reaching a final
thickness of 2,0 mm.

Product's characteristics

Optimally moisture
permeable.

Actively breathing — Climate
regulating.

Non combustible — non toxic.
Plaster free thereby no
danger of mildew in a damp
room.

Suited for use in wellness
and bathing areas.

Composition

Lignatus Terra creative
plasters are composed of
the following materials:
marble powder, lime,
pigment and diverse
additives which improve
effects, adhesion and
processing

Installation method

Lignatus Terra creative
plasters are applied on the
wall with smoothing trowel
or the Venetian tool.

First step is to apply quartz
silica primer for achieving
good adhesion. Lignatus
Terra is then applied in two
layers with total thickness of
2,0 mm. After the mortar is
dried protector Natura is
applied to solidify the surface.
The final treatment against
water can be achieved with 3
different types of water repel-
lents (protector aqua, prote-
ctor nanoglaze, protector fini).

Lignatus Terra
Special
treatments

PLASTER FOUNDATION

Lignatus Plaster Primer is a
quartziferous primer with
good filling and covering
capabilities for application on
old and new plaster as well
as stucco/gypsum plaster
board in interior areas.

The rough, riffled surface is
diffusible in water vapor, has
a mild odor, is low-stress and
permits the optimal
application of Terra Creative
Plasters.

PROTECTOR NATURA

Use diluted Protector Natura
to fix and solidify crumbling
mineral plasters as well as
strongly pigmented wall
coatings. Protector Natura
silifies permanently with the
base, is highly diffusible and
incombustible, dies into form
a film, has fixing qualities and
great cohesive strength, is
antifungal and anti-mould,
absolutely uv-resistant, as
well as environmentally
friendly and organically
unobjectionable

Technical data

Dilution: pure water, 1:2 - 1:3
Specific.

Weight: approx. 1.17 g/cm
Ph value: 11.3

PROTECTOR AQUA

High-grade acrylic glaze
,water soluble, clear, low odor
primer and protective lacquer
coating, water varnish on
dispersion basis.
(acrylatcopolymer / polyester
polyouhrethane). Resistant
against normal household
cleaning materials and
preservative agents.

Technical data

Dilution: pure water, with 1:5
to 1:10 dilute (g/cm?): ~1.025
Ph value: 7.5

Testing standards

DIN 68861-IB (chemical load)
DIN 4102-BI (fire-resistance)
Conforms to the
requirements of article 35 of
the German Food Law
(LMBG) (formerly “resistance
to saliva and perspiration”
according to DIN 53160).

PROTECTOR NANOGLAZE

Solvent-free, Ph-acidic
surface impregnation on the
basis of fluoropolymers with
extremely strong water and
dirt-repelling properties:
Solvent-free in agueous
dispersion.

Hydrophobic and oleophobic.
Water permanently drips off.
Not visible on the surface.
No gloss formation.
Glimmers only slightly.
Silicon-free.

Application areas

Water-repelling on all

absorbing and less absorbing

foundations:

Applicable for external and
particularly for interior areas
which are not subject to
continuous water burden.
For impregnating mineral
wall coatings with shaped
surface.

Creation of easy-to-clean
surfaces.

Employment as final sealing
for ornamental wall filler
techniques in living and

bathing areas, also developed

for the wall area in showers.
Observe our liability
limitations in shower areas!
The NANO GLAZE should
only act on the surface

For the basic structure, we
recommend absorbing
materials such as Terra to
saturate before use, e.g. with
protector FINI or AQUA
GLAZE.

Consumption

Undiluted 11/ 3m? - diluted
with water, max 1:2 11/ 9m?
(possibly determine precise
consumption values by a
sample application)

Warning notice

Irritates the skin.

Danger of serious eye
damage.

Sensitization by skin contact
possible.

PROTECTOR FINI

Durable final coating for
achieving exceptional
aesthetic Terra surface
effects on walls in interior
rooms. Easy application,
odorless, quick-drying.

Origin

Lignatus Germany
Distribution for Greece and Cyprus
square design

Sustainably improves the
mechanical surface
properties of Terra and
prevents too rapid soiling of
the surfaces. Results in a
light gloss.

Composition Acrylate-
copolymer dispersion, silicic
acid, water, glycols, esters,
additives, preservatives.
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Micro Top

(Znatoulapioth totpeviokovia MicroTop)

Totaon

To PermaPro Micro Top
elval €tolpo Koviapa nou
anoteAeitat ano Aeukd
TOIHEVTO, AeMTOKOKKA adpavn
AATe€ Kal pntivn.

Texvoloyia

Ol UNXaVIKEG aVTOXEG TOU
UAIKoU Eenepvave kata 50%
TIG AVTOXEG TNG NApadoCIaKNng
TOlEVIOKOVIAg Kat n Unapén
ToU Adte€ otnv oUotacn Tou
UAIKOU EMITPENEL TNV
€Qapuoyn xwpig Tnv Unapén
apHWV.

Epapuoddetal o onoladnnote
vEd N NaAald em@eavela 6nwg
YUaAl — EUAO — Kepapikd
NAOKEKL — HETaAo o€
E0WTEPIKO KABWG Kal
€€WTEPIKO XWPO.

Mnopel va epappootel oe
UYPOUG XwPoug Onwg vioug —
HNavigPEG.

Mpaktkétnta

To teAIkd NAxoC TwV 2 XAoT
ENTPENEL TNV EQAPHOYN OF
NEPINTWOELG TaxUTATWY Kal
OIKOVOUIKWV avaKalviogwy
xwp{g TNV avaykn
ano&nAwong Twv
UQPIOTAPEVWY UAIKWY
enévduong (uapuapa —
NMAOKAKIA — EUAO ).

XpwpHatikég entAoyEg
AwatiBetal og 6Aoug Toug

XpwHatiopoug RAL /
Pantone.

L
b

ZupBoulég / Tips

Xpnolyonoleital o€ €161KEG
Kataokeugg ano MDF
ruyooaviba yia ndykoug
epyaoiag, ndykoug koudivag,
en{nhwv.

Taxdtnta epappoyng

Méon anoboon epapuoyng:
60 W’ ava nuépa.

Tpoénog epappoyng :

H emeadvela epappoyng Ba
npénet va eivat Aeia kat
anaMaypévn ano Addia kat
OKOVECG.

1) Epappoyn ouyKoANTIKNAG
otpwong PermaPro Prim pe
POMO.

2) Aldotpwon MicroTop pe
avo&eldbwtn ondtoula og 6uo
OTPWOELG GUVOAIKOU NAXoug
2,2 xAot Je katavdiwon 2,0
KING/ L.

3) Aglavon tng enipavelag pe
yualdxapto No 120.

4) Epapuoyn
adlaBpoxornolntoy pe PoAAS.

ASwaBpoxonoinon

H teAikn adlaBpoxonoinon
TOU UAIKOU Yivetat pe 3
dlapopetikd Bepvika
E0WTEPIKOU — EEWTEPIKOU
XWPEOU HE JaT, OATIVE N
YUOMOTEPO aMoTEAETUA.

DESIGNM
ATERIAL
SCONSTR
UCTIONS

SQUARE
CREATES
THE
DESIGNS,
SUPPLIES
THE
MATERIALS
AND
PROCEEDS
WITH

THE
CONSTRUCTION.

Origin :

USA

Europe’s distribution in France
Ezchem france

ezchemeurope.fr

Distribution for Greece
squaredesign

PermaPro

Self Levelling mortar

AutoeninedoUpevn pntivouxa telpevioKovia

Ziotaon

To autoeninedoUpevo
oUotnua PermaPro Self
Levelling Overlay anoteAeital
ano AgUKO TOIUEVTO,
Aentdkokka adpavh Adte€ -
{veg Kat pntivn yla tnv augnon
TWV JNXAVIKWY QVTOXWYV.

Mpaktikétnta

Epapuodletal aneubeiag oe
NAALEG N VEEG EMNPAVELES AMO
NAGKAKL — JApPApPo — YUl —
€UMo, E0WTEPIKOU
—e€wtepkol Xwpou Kabwg
Kal o€ pnavia. Adyw tou
HIKPOU ndaxoug ( 4xAaot)
evdelkvuTal Yl YPAYOPES
QVOKAV(OELG.

AbiaBpoxonoincn

H teAikn abiaBpoxonoinon
TOU UAIKOU Yivetal pe 3
Slapopetikd Bepvika
E0WTEPIKOU — EEWTEPIKOU
XWPEOU HE WaT, OaTIVE N
YUOAIOTEPO anoTéAeoya.

Xpwpatkég Enthoyég
AwatiBetal og dAoug Toug
XpwHatiopoug RAL /
Pantone.

Tpo6nog epappoyng :

H enpdvela epappoyng Ba
npénet va eivat otabepn,
anaAaypévn ano Addia Kat
OKOVEC Kal Agla.

1) Epappoyn cuyKoAMNTIKAG
0TPWONG HE POAND.

2) TonoB£Tnon NEPIUETPIKNG
AUTOKOAMNTNG Tatviag ndxoug
4 x\ot.

3) Atdotpwon PermaPro SL
0€ pla 0TPWOoN pe 0dovIwth
PUKAETA OE€ OUVOAIKO NAX0G
3,8 xAot pe Katavdiwon 7,5
KING/ W’

4) Mpoatpetikh Aglavon tng
ENPAVELQG PE PNXavn
Hwaoalkou.

5) Epappoyn
ablappoxonointou e POoANS.

Taxitnta epappoyng
Méon an6boon epappoyng:
400 p* ava nuépa.
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Micro Top

fine cement mortar

Composition

MicroTop is a ready mix
mortar that consist of white
cement- fine aggregates -
latex and micro fibers.

Technology

The tensile strength of micro
top is 50% higher than the
conventional cement
mortars. The latex additive
allows applications without
expansion joins. It can be
directly applied on any old or
new surface such as glass -
wood - ceramic tiles - metal
sheets both in indoor and
outdoor areas as well as in
wet areas (showers).

Compressive strength

45N/mm’ - Flexural /
Tensile strength 12N / mm’

Application’s Flexibility

It is recommended and ideal
for low cost and minimum
time consuming interior
renovations. It can be applied
directly on any surface such
as ceramic tiles, marble,
wood, concrete, plaster
board reaching a final
thickness of 2,0 mm.

Waterproof Treatment

Three different types of
sealers for indoor as well as
outdoor use with protection
against UV radiation can
bring matte, satin or high
glossy results.

Colours

It is available in RAL and
Pantone colour pallets.

Application method

The surface should be free
from oil and dust, dry and
solid.

1) Primer applied by roll
brush in one layer

2) MicroTop application in two
layers with inox trowel.

3) Once dry it is possible to
sandpaper the surface
according to the required
effects and texture.

4) Treatment against water
with 2 layers of sealer applied
by roll brush.

squaredesign | p. 7

PermaPro
Self Levelling
mortar

Composition

PermaPro SL Overlay is an
autolevelling mortar. Its formula
uses white cement, selected fine
aggregates, resin and fibers.

Application’s Flexibility

It can be directly applied on any old
or new surface such as ceramic
tiles — marble, glass, wood. It is
suitable for indoor and outdoor use
as well as in wet areas.

Due to the thickness of the final
product (4 mm) it is recommended
for fast renovations.

Waterproof Treatment

Three different types of sealers for
indoor as well as outdoor use with
protection against UV radiation can
bring matte, satin or high glossy
results.

Colour
It is available in RAL and Pantone
colour pallets.

Application Method
The surface should be free from oil
and dust, dry and solid.

1) Primer applied by roll brush in
one layer

2) PermaPro SL applied in one layer
with gauge rake.

3) Once dry it is possible to
sandpaper the surface according to
the required effects and texture.

4) Treatment against water with 2

layers of sealer applied by roll , o

brush. .
-
i

Origin:

USA

Europe’s distribution in France
Ezchem france

ezchemeurope.fr

Distribution for Greece
squaredesign




squaredesign | p. 8

PermaPro
Cure & Seal

Mpooctacia yla §aneba toipeviokoviag

& Blopnxavika aneba

To PermaPro Cure and Seal
epapuoletal oe daneda
TolpEvVToKoviag / Blounxavikd
baneda kat dnploupyel pla
oTEYaVN, EMIKAAUMTIKNA
HeuPpavn nou okAnpaivel pe
pia anAn, olkovopikn
Slabikaaia.

Aev nepiExel XAWPIWPEVOUG N
@Boplwpévoug SlaAUTeEG N
aMouc dtaAUTeg nou
KataotpEPouV 1o 6JoV.
Epappodetal og vwno
OKUpOOEUa (LETA TV
S140TpwonN Kat TV TEAIKN
enipavelakn enegepyaoia e
€NIKOMTEPQ) KAl AMOTPEMEL TNV
andétopn e€dtLon Tou vepou.

MAcovekthpara:

Meplopicel Tnv Taxeia anwAela
uypaoiag otnv eNQaveld g
(PPE0KIAC TOIPEVTOKOVIAG e
anotéAeopa n enpavela va
KNV NapoUCIAoel EMPAVEIOKN
anoodpbwon (EepAoubiopa).
H pepBpavn PermaPro Cure

MpoéAeuon:
USA
Awavopn yua tnv Eupcdnn / FaAAia
Ezchem france
ezchemeurope.fr
Awavopn yia tnv EAAG6a
sguaredesign

and Seal evowpatwvetal

0TN OTEYVN EMIPAVELD TNG
TOIEVIOKOVIAG Kal PEIVEL
v MiBavotnta enikoviwong.
Epnodilel tn dnploupyia
KNAIBwV: N oteyavn enipavela
eunodidel ug ubatoknAibeg va
E10XWPNOOUY OTNV EMPAVELD
Kal JELWVEL Ta NpofAnuata
kaBapiopou.

Eunobdicel tnv epgpavion
TPIXOEIOWV PWYHWY HE TOV
€\eyxo NG Taxelag anwAelag
G uypaaciag.

PermaPro
Invisible
Protection

Ei8ika npotévta
Néeg Texvoloyieg

To PermaPro Invisible
Protection ival éva dxpwyo,
1N €UQAEKTO UAIKO Mou
dnptoupyel pla adpatn
NPOOTATEUTIKN UepPBpdvn og
NETPA, MNETOV, NAAKAKL Kal
pdpuapo N onoia ivat pn
Slanepatn og vepod Kat AddL.

MAcovekthpara:

Aev aMalel tnv dyn TG
enpavelag kat dev apnvel
YUOMIOTEPO anMoOTEAEOUA.
Eowtepikou — E€wtepikou
XWPOU.

To PermaPro Invisible
Protection ival yia oteyavn
aoniba nou avanveel.

To vepo Sev buanepvd v
aoniba aAAG o udpaTPOG T
Slanepva. Na tov Adyo autd
n uypaoia nou nayldevetal
niow ano 1o unéoTpwa
unopel va euyel xwpig va
dnploupynaoet onaoipata n
PNYHATWOELG,

H un ubatobdlanepatn
EMNPAVELD AVTEXEL OE KNAIDEG
Kal aTdoogaipikn punavon.

PermaPro
Enviro Sealer

Ew8ika npoiévta
Néeg Texvoloyieg

To PermaPro Enviro Sealer
elval pla akpuAikn pntivn pe
Bdaon 1o vepd.

MAcovekthparta:

KaBapd kat dxpwypo.
YTEYVWVEL yprhyopa.

H teAikn eniotpwon pnopei va
eNKaAUQBei pe AoUaTtpo Mou
€xel BAon 1o vepod 6NwG 10
PermaPro Polish yia
ennAéov Npootaocia Ing
ENIPAVELQG amno tnv
kaBnuepivn pBopd.

PermaPro

Enviro Sealer SL

Ewdika npotévta
Néeg Texvoloyieg

To PermaPro Sealer €ival éva
HEBAKPUAIKO Bepvikl
SlaAUtou nou dnploupyel pla
avBektikn kaBapotatn
€NKAAUYN Mou oTeyavorolel,
opopPaivel Kal NpooTateUel
OAEG TG TOIHEVTOKOVIEG.

Exel npootacia katd tng UV
aktivoBoAiag katd cuvénela
dev Kitpvicel kat evbeikvutal
yla Xxphon o€ eEWTEPIKO
XWPO.

Epappodetal pe Bouptoa,
POMG N e Wekaopd ndvw oe
OTEYVN TOlEVTOKOVIa.

lMa peyaAUtepn npootaaia,
xpnatdonotnote 30%
PermaPro Sealer.

MAcovekthpata:
KaBapd, dxpwpo Kat bev
KITPWViCEL NOTE.

YTEYVWVEL PAVOVTAG €Va
avBEKTIKO, YUaAIOTEPS
Qwipopa.

To PermaPro Sealer Aoyw
TOU XaunAoU 1€wdoug
autoeninedoutal Katd v
ePappoyn kat dev apnvel
onpadia ano poAo.

AwatiBetal o€ pat
N YUGNIOTEPO.

LTEYVWVEL YPNYoPa.

0 evepyog SlaAltng tou
PermaPro Sealer e€atpiletal
ypnyopa agrnvovtag pévo 1o
HEBAKPUAIKO MOAUMEPEG.
‘Otav oteyvwaoel, 6Aol ol
gU@Aektol 61aAUTEG PeUyoUV
kal n enpdvela elvat ao@aing
Kal £TOLN MPOog Xpnon.

Enidéxetat AoUotpo pe Bdon
10 vePO. Na e0wTEPIKN Xpnan,
N QIVIPIOPEVN MIPAVELD
unopei va enikaAupBel pe
Aouotpo PermaPro Polish yia
ennAgov npootacia Katd g
KaBnuepivng pBopdg.

MpoéAcuon :

USA

Awavopn yua tnv Euponn :
Ezchem france
ezchemeurope.fr

Awavopn yia tnv EAAGSa :
squaredesign
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pecial
roducts

PermaPro
Cure & Seal

Special treatment for industrial cement floorings

PermaPro Cure and Seal
forms a sealing, curing
membrane coating that
hardens and dust proofs
freshly laid concrete in one
simple, economical
operation.

PermaPro Cure and Seal
contains no chlorinated or
fluorinated solvents or other
ozone depleting solvents.
PermaPro Cure and Seal is
applied to freshly laid
concrete surfaces as soon as
the surface finishing
operations are completed,

in order to suppress the

Origin :
USA
Europe’s distribution in France
Ezchem france
ezchemeurope.fr
Distribution for Greece
squaredesign

evaporation of water from the
concrete.

Benefits:

Controls moisture loss:
rapid loss of moisture in the
surface of freshly laid
concrete prevents proper
curing and leads to weak
flaking surface. PermaPro
Cure and Seal seals and
prevents rapid moisture loss
thus producing stronger and
harder concrete.

Reduces dusting:
PermaPro Cure and Seal film

binds to the dry surface of the
concrete and reduces
incidental dusting.

Helps prevent staining:

the sealed surface prevents
water based stains from
penetrating the surface and
reduces clean up problems

Prevents checkering:

by controlling the moisture
loss, rapid cure is prevented.
Rapid cure leads to surface
stress and this leads to spider
web cracking.

PermaPro
Invisible
Protection

Ezchem Special Products

PermaPro Invisible Protection
is a colorless non-flammable
surface treatment that
produces an invisible
protective coating on stone,
concrete, tile and marble that
is water and oil repellant.
PermaPro Invisible Protection
can be applied to all types of
exterior surfaces, stone,
concrete, tile or marble to
prevent water penetration
and reduce the effects of
atmospheric deposits and
soil.

Benefits:

PermaPro Invisible Protection
does not change the surface
appearance or leave a glossy
finish.

PermaPro Invisible Protection
can be used inside or outside
PermaPro Invisible Protection
is a breathable barrier seal.
Water does not penetrate the
barrier but moisture vapor
does. Therefore, moisture
trapped behind a layer can
exit and not cause cracking,
spalling or freeze / thaw
damage.

The sealed water repellant
surface resists staining and
atmospheric contamination.

PermaPro
Enviro Sealer

Ezchem Special Products

PermaPro Enviro Sealer is an
acrylic resin water base.

PermaPro Enviro Sealer
beautifies and protects all
concrete surfaces.

Benefits:

Clear and colorless.

Dries quickly.

Accepts water based polish:
for use indoors, the finished
coating can be over coated
with a water based polish as
PermaPro Enviro Polish to
act as a renewable wear
surface.

PermaPro
Enviro Sealer
SL

Ezchem Special Products

PermaPro Sealer SL is a
solvent based pure
methacrylat coating that
forms a tough crystal clear
coating that seals, beautifies
and protects all concrete
surfaces and never yellows.

PermaPro Sealer is applied
by brush, roller or sprayer
onto cured dry concrete.
For a high protection, use
PermaPro Sealer 30%.

Benefits:

Clear, colorless and never
yellows.

Dries to a smooth, tough,
glossy finish:

PermaPro Sealer flows and
levels to prevent brush
strokes or roller marks, and
dries smooth and glossy.
Available in mat or gloss.

Dries quickly: the active
solvent system in PermaPro
Sealer evaporates quickly
and completely leaving only
the metahcrylat polymer.
Once dry, all flammable
solvent is gone and the area
is safe and ready to use.
Accepts water based polish:
for use indoors, the finished
coating can be over coated
with a water based polish as
PermaPro Polish to act as a
renewable wear surface.
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commercial

floorings

¥

AutoeninedoUpeva
Eno&eidika | MoAuoupeBavikd
oaneda

Xapaktnplotika

Y€ YUOMIOTEPN A PaT HopPN.
Aev neptéxouv HIOAUTEG.
En\oyég xpwpatog

katd RAL.
Autoeninedoupeva.

MAcovekthpata

AVTIHUKNTIOKA.
Opoldpop®n epappoyn
xwpig appoug.
XaunAég anarthoelg
ouvtnpNonG.
AVBEKTIKN enipavela.
Enmdéxovtal eninAéov
npootaocia Katd Twv
yoapaolpatwvy.

Xphoeig

MpoéAcuon:
YxoAela EPI (OMavbia)
Noookopéla www.episynthetics.nl
Epyootdoia Awavopn yua tnv EAAG6a:

EkBeatakol xwpol squaredesign

Self Levelling

Polyourethane floorings

Autoeninedolpeva noAuoupeBavika Saneda

Self levelling polyourethane
flooring systems and
coatings are an excellent
choice for virtually

any commercial or
decorative flooring
application.

Our commercial flooring
transforms environments
by combining colour,
gloss, functionality

and design.

Specifications

Solvent free resins and
coatings.

Seamless hygienic and
impervious surfaces.
Coloured resin base
covered with tough
transparent top coat.
Optional addition of coloured
flakes in various sizes.

Advantages

Seamless, uniform surface.
Low Maintenance.
Decorative but hardwearing
surface.

Attractive surface finishes
(from high gloss to mat).
Easy cleaning and
maintenance.

Endless colour palette.
Highly customizable.
Excellent scratch and

wear resistance.

Anti-skid.

Usage

Schools
Hospitals
Factories
Galleries
Offices

Epoxy
floorings

AutoeninedoUpeva eno§eldika daneda

Our Industrial Flooring
range offers high
performance products
for a wide range of
environments.

EPI produces industrial
flooring systems that
combine durable,
indestructible quality
with aesthetic design.

Our floors are used
world wide under
varying circumstances
and in many different
climates.

EPI produces floors
that will withstand
heavy-duty mechanical
impact, forklift truck
traffic and chemical
spillage.

Advantages

Seamless, uniform surface.
Low maintenance.

High durability.

Abrasion and chemical
resistance.

Non-dusting, easy cleaning
and maintenance.

Highly skid resistance.

Fast curing resins and
coatings to minimize facility
downtime.

Economy solutions available
for lower budgets.

Endless colour palette.

Usage

Schools
Hospitals
Factories
Galleries
Offices
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Dacryl

(Crystal clear plexiglass)

AlaKoouNTIKA Navéla ano
100% 6iépavo plexi glass pe
EVOWMaTWHEVa adpavn —
updopata — avilkeipeva.

H kaBapdtnta tou plexi glass
avaduKvUEL Ta avTikelpeva Kal
bev npokaAei Siaxuon tou
QWTOG 0TNV NepinTwon
aovikoU pwTiopoU.

Mpo
Dacryl

Awavop
squaredes

Soundtect

(sound panels | nxoanoppogpntikd navéia)

Hxoanoppoentikd panels
ano avaKUKAWGIKA UAIKA rou
MELWVOUV TV €vTaon Tou
NXou Kal neplopidouv Tov
avtiAalo.

Ta navéha tng soundtect
dlatiBevtal og peyain
nolkiAia potiBwv Kat oxediwv
kal ival n 1bavikn Auon

yla oUVESPLAKOUG XWPOUG,
XWPOUG Ypapeiou,
natdoétonoug, aiBouoeg
OlVed.

Customized crystal clear
plexi-glass panels with
embodied natural stones,
grass, textiles. The panels
can be lit up and bring out all
the design you need.

Soundtect offers multi-
dimensional, sculpted,
acoustic panels to give
a discrete sound-control
system wrapped in
sophisticated design.

Available in different designs,
Soundtect acoustic panels
are made from recycled
materials, are recyclable and
can be painted on to match
any environment.

Benefits:

Better balancing of sound by
offering ideal acoustical
buffering to increase speech
intelligibility in a specific area
while reducing backround
sound noise levels.

A better way to transform
open, sound - challenged
spaces into more
comfortable environments.
Sound enhancement with
unique design features.

The exceptional design

special
materials

quality of the acoustical
panels enables them to fit
into virtually any design
theme while adding an
elegant and functional
decorating feature.

la npotdoelg npooap-
HOGHEVEG OTIG AMAITNOELG
ToU OIKOU 0aG XWPOou
EMIKOIVWVNOTE Padl pag:

For soundtect suggestion
that will fit your own space
please contact us:

www.squaredesign.gr



